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Suggestions  For  Using  LUMINALL 

What  LUMINALL  Is: 

LUMINALL  is  a  scientific  product  and  owes  none  of  its  success  to  hit  or  miss 
procedure.  It  owes  its  superiority  as  a  merit  product  because  in  its  development 
it  overcame  every  obstacle.  LUMINALL  is  a  modern  paint  although  it  was  devel¬ 
oped  over  a  long  period  of  time.  It  is  a  perfect  paint  and  the  following  are 
among  some  of  the  reasons  for  its  superiority: 

LUMINALL  surpasses  all  paints  in  its  light  reflecting  quality.  It  is  a  distinc¬ 
tive  achievement  in  the  realm  of  paint  chemistry.  It  is  an  intensely  white  paint 
possessing  the  much  desired  quality  of  remaining  permanently  white,  reflecting 
over  90%  of  the  light  and  effecting  remarkable  savings  in  lighting  costs. 

The  light  reflecting  qualities  are  not  affected  by  time.  LUMINALL  does  not 
yellow  with  age;  it  does  not  flake  off.  It  is  not  inflammable. 

LUMINALL  is  very  easily  mixed  and  applied;  nothing  is  complicated  or 
hard  about  preparing  it  for  brushing  or  spraying.  No  preparation  of  most 
surfaces  is  required  outside  of  cleaning  them  well  from  loose  particles  and  dirt. 
It  dries  very  fast,  and  although  one  coat  gives  all  the  whiteness  and  beauty 
required,  two  coats  may  be  applied,  allowing  only  an  hour  for  drying  the  first 
one.  Consequently  the  job  is  quickly  and  easily  done  before  leaving  a  room 
or  location  for  another  one.  Painters  express  satisfaction  in  using  LUMINALL 
not  only  because  it  dries  so  fast,  showing  no  brush  marks,  has  a  pleasant  but 
quickly  disappearing  odor,  works  so  easily  and  has  so  many  pleasing  properties, 
but  because  there  is  something  about  the  unfailing  satisfaction  they  experience 
with  it. 


A  Complete  Paint  Product 


LUMINALL  is  a  complete  paint  product,  no  chemicals  or  other  substances 
are  needed  to  mix  with  it.  Only  clear  water  is  required  to  thin  it  to  the  desired 
working  consistency.  Extraordinary  good  results  have  been  obtained  on  the 
following  described  surfaces: 


Green  Concrete  Wall  Board 

Old  Concrete  Wall  Paper 

New  Plaster  Canvas 

Old  Plaster 

New  Brick  and  Stone  Masonry 


Old  Brick  and  Stone  Masonry 
Old  Painted  and  Varnished  Wood 
New  Wood  (Well  Seasoned) 

Metal  Surfaces  (First  Coated  With 
Flat  Oil  Paint) 


The  surfaces  on  which  applied  LUMINALL  has  not  given  perfect  satisfaction 

are: 

Glue  Sized  Walls  Gloss  Enamels  Calcimined  Surfaces 


However,  when  these  old  surfaces  were  removed  by  washing  with  the 
proper  solutions  they  were  rendered  fit,  and  LUMINALL  was  reapplied  to  them 
with  perfect  results. 

LUMINALL  comes  to  the  trade  in  paste  form,  packed  in  one  quart  cans, 
one  gallon  pails,  five  gallon  pails  and  fifty  gallon  drums.  It  is  reduced  for  use 
by  adding  pure  water  only.  For  brushing  consistency  the  amount  of  water 
needed  is  one-half  part;  that  is,  to  one  gallon  of  LUMINALL  paste  use  one-half 
gallon  of  water.  The  water  need  not  be  heated  except  in  cold  weather  at  which 
time  it  works  in  better  if  it  is  heated  to  say  100°  F,  (around  body  temperature) . 


Mix  With  Water 


LUMINALL  should  be  mixed  with  water  as  needed  only;  if  more  is  mixed 
up  with  water  than  is  used  during  the  day,  it  should  be  covered  with  a  damp 
cloth  and  should  be  used  the  following  day.  The  mixing  and  supply  vessels 
should  be  of  galvanized  iron,  and  in  this  way  the  white  purity  of  LUMINALL 
will  not  suffer  contamination. 

Mix  the  water  into  LUMINALL  a  little  at  a  time  until  the  body  of  the  paint 
is  proper  for  applying  it. 

LUMINALL  may  be  tinted.  Certain  colors  may  be  used  to  give  beautiful 
and  lasting  pastel  effects  with  LUMINALL.  The  following  list  of  color  pigments 
include  those  that  have  proved  satisfactory: 

Yellow  Ochre  Indian  Red  Chrome  Yellow 

Ultramarine  Blue  Venetian  Red 

By  using  combinations  of  these  pigments,  various  tints  ranging  from  light 
yellow  through  pink  to  green,  red  and  blue  may  be  made. 

In  coloring  LUMINALL  the  preferred  procedure  is  to  mix  the  color  pigment 
first  with  a  little  water  to  a  thin  paste,  then  mix  this  with  the  LUMINALL  paste 
before  adding  the  water  finally  required  to  reduce  it  for  application. 

Spar  varnish,  Linseed  or  China  Wood  (Tung)  Oil  may  be  mixed  with 
LUMINALL.  As  much  as  one  quart  of  the  varnish  or  the  oil  may  be  mixed 
with  one  gallon  of  LUMINALL  paste  previous  to  diluting  it  with  water.  The 
result  is  useful  in  many  ways,  especially  on  surfaces  presenting  much  suction 
like  very  porous  plaster,  concrete,  and  certain  cement  products.  If  the  first  coat 
of  LUMINALL  applied  to  such  surfaces  is  prepared  with  varnish  or  oil  it  stops 
the  suction,  sealing  it  so  the  next  coat  of  LUMINALL  stays  out  and  enhances  the 
beauty  and  evenness  of  the  job. 


Before  Applying  LUMINALL 

Like  any  other  good  paint,  LUMINALL  cannot  give  perfect  results  if  applied 
to  a  greasy,  dirty,  sooty  or  scaly  surface.  So  in  order  to  obtain  the  finest  job 
you  must  clean  the  old  surface  with  water  containing  any  good  soap,  and  scrape 
off  all  loose,  old  paint,  surface  plaster,  grout,  water  paint,  glue,  paste  and  size. 
Use  common  sense  in  deciding  what  to  do  in  preparing  the  surface  for 
LUMINALL  paint.  The  following  paragraphs  will  give  dependable  information, 
and  with  the  use  of  your  common  sense  will  guide  you  aright. 


Concrete  and  Plaster 

If  new,  it  is  best  to  apply  a  thin  coat  of  LUMINALL 
first  and  follow  with  a  regular  one.  If  old,  fill  in  the  cracks 
and  rough  depressions  with  neat  patching  plaster  and  dry 
well  over  night.  When  there  are  rust  spots,  they  should  be 
carefully  removed  using  steel  wool  or  brush.  Oil,  if  any, 
must  be  washed  off,  using  gasoline. 


Cement  Blocks,  Tile  and  Brick 

are  surfaces  over  which  LUMINALL  never  fails  to  produce  splendid  results.  Of 
course  these  surfaces  as  well  as  others  must  not  be  so  wet  that  the  paint  has  no 
chance  to  dry.  Where  the  surfaces  are  pretty  damp  it  has  been  found  possible 
to  get  good  results  with  LUMINALL  by  using  forced  ventilation  to  dry  it. 

Wallboards  and  Wood 

are  surfaces  on  which  LUMINALL  renders  excellent  results.  If  water  stains  and 
rust  or  nail  heads  show,  it  is  best  to  paint  them  with  shellac  before  applying 
LUMINALL  paint.  Certain  bleeding  stains  and  creosoted  patches  are  best  cor¬ 
rected  by  a  coat  of  flat  or  aluminum  paint.  LUMINALL  may  then  go  on  safely. 

Varnish  and  Enamel  Surfaces 

These  should  be  tested  in  a  small  way  before  applying  LUMINALL  to  all 
the  surface.  If  they  are  well  dried  out  and  free  from  dye  colors,  good  results  will 
be  obtained.  Sometimes  a  sealer  is  required. 

Metal  Surfaces 

Non-corroding  metals  like  zinc  give  good  results  with  LUMINALL.  Iron 
and  other  rusting  metals  should  be  given  a  coat  of  priming  paint  first,  then  fol¬ 
lowed  with  regular  LUMINALL. 

Applying  LUMINALL 

In  hot  weather  this  paint  dries  fast  and  it  should  be  put  on  in  courses, 
so  each  new  course  is  begun  on  the  wet  edge  of  the  previous  one,  making  the 
stop  for  the  day  at  an  angle  in  the  wall.  When  the  weather  is  damp  it  is  best 
to  assist  the  drying  of  LUMINALL  by  means  of  ventilation  or  heat. 

LUMINALL  has  been  used  satisfactorily  as  an  U ndercoater  for  flat  and  satin 
finish  paints  and  lacquers.  Add  a  small  amount  of  good  spar  varnish  to  the 
LUMINALL  as  previously  mentioned  for  the  best  results  as  an  Undercoater. 

LUMINALL  cannot  give  good  results  if  it  is  applied  to  a  soft  expanding 
and  contracting  surface.  Do  not  put  it  over  rubberized  or  latexed  surfaces.  Gloss 
enamels  should  be  well  sandpapered  or  treated  with  trisodium  phosphate  solu¬ 
tion  and  well  rinsed  before  applying  LUMINALL.  Where  the  surface  has  much 
suction  a  coat  of  LUMINALL  modified  with  Spar  Varnish  or  China  Wood  Oil 
should  be  applied  quite  thin,  followed  with  a  coat  of  regular  or  tinted 
LUMINALL. 

On  some  surfaces  LUMINALL  will  dry  faster  than  others;  where  spots  occur 
due  to  uneven  drying  it  is  best  to  allow  it  to  throughly  dry  over  the  whole  wall. 
Then  touch  up  the  uneven  places  lightly  with  very  thin  LUMINALL. 


